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AUTOMATIC WATCH
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This watch generates the electric energy to power the 
watch, utilizing the movement of your body, and stores it 
in the rechargeable battery, which requires no periodical 
replacement unlike conventional button-type batteries.

How to charge and start the watch 
1. Swing the watch from side to side.

*Swing rhythmically at a rate of twice a second.

2. Charge the rechargeable battery sufficiently.

3. Set the time/calendar and put on the watch.

Screw-in crown
The Arcaido watch is equipped with screw crown. Before 
you can use the functions, before to set the time and the 
date, you need to unscrew it.

Attention
The watch is waterproof but only if the crown is properly 
screwed.

FEATURE OF THE WATCH
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PRIMO HYBRID AUTOMATIC WATCH
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(A) Unidirectional bezel (B) Hour hand (C) Minute hand (D) Second 
hand (E) Crown (F) Date window (G) Power reserve indicator
(H) End link

(1) Crown unscrew
(2) Position to set the date
(3) Position to set the time
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TIME / DATE SETTING 

Date adjustment
1. Unscrew the crown.

2. Pull the crown out to position 2.

3. Rotate the crown counterclockwise to set the day’s date.

4. Screw the crown back.

Time adjustment
1. Unscrew the crown.

2. Pull the crown out to position 3.

3. Rotate the crown counterclockwise to set the desired 
time.

4. Screw the crown back.

Attention: The date should not be changed between 21:00 
and 03:00 as the movement has already started the date 
exchange procedure. 

1 2 3

(1) Crown unscrew
(2) Postion to set the date
(3) Position to set the time
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POWER RESERVE

Numbers of swings and power reserve
Expected running time from full charge to stoppage will be 
around 6 months.

1. When the watch stops completely, or if you find the 
second hand moving at two-second intervals, swing the 
watch from side to side at a rate of twice a second.

2. 250 swings will reserve up to 1 day of power. The second 
hand will start moving at one-second intervals.

3. Wear the watch on your wrist.

Power reserve indicator
1. Press the button at the 2 o’clock position.

By pressing the button at the 2 o’clock position, the second 
hand moves quickly a certain amount of seconds depending 
on the power storage in a watch.

The second hand starts to move quickly from current 
position.

After the second hand moves quickly a certain amount of 
seconds, it keeps stopping until the current time is caught 
up with the second hand.
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Power reserve indicator

5 seconds More than 1 day

QUICK MOVEMENT
OF SECOND HAND POWER STORAGE

More than 7 day

Approximately
6 months

More than
approximately
1 months

10 seconds

20 seconds

30 seconds
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Energy depletion forewarning function

When the second hand starts moving at two-second 
intervals instead of the normal one-second intervals, the 
watch will run down in approximately 24 hours.
In this case, swing the watch from side to side to charge 
the rechargeable battery, referring to “Number of swings 
and power reserve”.

Important note
After a long term leaving (more than three years)

The capacitor continues to discharge and the voltage 
decreases ever after the watch has stopped. In the case of 
the watch having been left for a long time, and the voltage 
of the rechargeable battery extremely decrease, the second 
hand moves at two-second intervals until it becomes the 
operable voltage. Please swing the watch until the second 
hand moves at one-second intervals.
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Interchangeability of Arcaido watch straps

Change the leather
strap to another
leather strap

1.  Unscrew the socket head
screws using the tools
supplied into the box.

3.  Position the new leather
strap, insert the loop and tighten
the Allen screw. 

2.  Remove the lugs (L) and
remove the strap with the help of
the tools into the box.

1.

2.

3.



9

Interchangeability of Arcaido watch straps

Change the leather strap
with a rubber strap

1.  Unscrew the Allen screws
of the lugs, using the tools
supplied in the box and
remove the leather strap.

3.  Insert the rubber strap.

2.  Remove the end link between
the lugs with the screwdriver 
provided (if the tip does not
match, replace it with the one
present in the glass container).

4. Insert the handles and tighten
the Allen screw.

For more information, see the
illustrative video.
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Technical information

Materials used for Arcaido watches

Arcaido watches are designed with refined and quality materials. To 
know the details and for any doubts about use and maintenance, visit 
the arcaido.com website.

Leather straps
Arcaido watches have genuine 
leather straps handmade in Italy.
Imperfections and veins are 
peculiar characteristics of a 
handmade product.

Rubber straps
The rubber straps are made of 
rubber called EPDM, suitable for 
contact with the skin and less 
subject to wear and deterioration.

Hands and luminescence
The hands and hour markers of 
Arcaido watches are enriched 
with Swiss Superluminova 
luminescence.

316L steel
316L stainless steel it is a very 
resistant and long-lasting
steel.

Cerakote
It is a polymer-ceramic composite 
coating that can be applied to 
metals, plastics, polymers and 
wood. The coating improves 
abrasion resistance, corrosion 
resistance, chemical resistance, 
impact resistance and hardness.

Hi-tech ceramic
Ceramic is a very hard and 
anti-scratch material.

Sapphire crystal
This glass is much more resistant 
than traditional mineral glass 
and less prone to scratching. In 
addition, each
sapphire crystal is subjected to 
antireflective treatment.
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Warnings

Impermeability

Use and maintenance

1. Always make sure, before diving 
into the water, that the crown of 
the watch is closed and / or well 
screwed.

2. Although the watch is designed 
to withstand normal use, it must 
be avoided that it takes knocks or 
falls to the ground.

3. It is recommended to have the 
waterproofness of your watch 
checkedperiodically.

20ATM / 660 ft / 200m 

30ATM / 984 ft / 300m 

SPRAYS- RAINSWEAT SHOWER LOW DEPTH DIVE DIVING IN DEEP WATERS

IND. WATER USE

4. Watches, bracelets and straps 
must be cleaned regularly, 
especially if wet with salt water. 
To do this, use warm soapy water, 
then dry with a soft cloth.

5. Do not subject the watch to 
strong magnetic fields.
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Origin of product Arcaido ITALIA

The components with which we make Arcaido Italia wa-
tches are selected by our staff to meet the innovation and 
technology requirements that characterize our projects.
So how was your Arcaido Italia watch born and where did 
the production phases take place?
- was conceived in terms of design: in Italy
- its components and its mechanical construction were 
designed in Italy
- its prototyping was made in Italy
- the components are of Japanese or Chinese origin
- the Cerakote coatings are of USA origin
- assembly takes place in China
- the final check, shipping and packaging are carried out 
in Italy

ROHS COMPLIANCE

As by EU Directive 2011/95/ECby and by Italian Legislative Decree 151 dated 
25.07.2005, we declare that from January 3,2013, all our new products (wrist 
watches, clocks, pocket watches and any other equipment suitable for measuring, 
indicating and setting time) comply the requirement of Rohs Directive and they do 
not contain hazardous substances in higher quantity than the agreed levels: Lead 
(Pb) - Mercury (Hg) Cadmium (Cd) - Hexavalent chromium (cr6+) - Polybrominated 
biphenyl (PBB) - Polybrominated diphenyl ether (PBDE).
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THANK YOU FOR CHOOSING ARCAIDO

For more information 
www.arcaido.com
Info@arcaido.com

Balestra S.r.l. 
Via Revine 25 - 30027

San Donà di Piave - Venice (ITALY)
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Guarantee
The watch has a 5 years guarantee 
from the date of purchase for all 
costructing defects. In compliance 
with italian and international 
regulations, Article 5 to 12 of 
D.Lgs n. 206/2005, D.M. n. 101 
8/2/97, D.L. n. 273/2005 Article 31 
bis, our products are made with 
hypoallergenic materials. Products 
are Made in China, designed in Italy 
and distributed by Balestra S.r.l. 
VAT IT03060340274 via Revine 25, 
30027 San Donà di Piave (VE). The 
international Arcaido warranty 
covers any defects of the material 
with which the watch was produced 
as well as existing manufacturing 
defects at the time of delivery of the 
purchased watch. The guarantee 
applies only on condition that the 
watch is delivered to the service 
center complete with the guarantee 
certificate duly completed in 
its entirety and stamped by an 
authorized Arcaido retailer and that 
the serial number on the Guarantee 
Certificate corresponds to the 
watch number. During the warranty 
period and on presentation of 
the valid Warranty Certificate, the 
owner of the watch is entitled to 
free repair. In case the repair is 
not feasible, in the warranty range 
indicated above, the company 

guarantees the replacement with an 
identical or equal value watch.

The following are excluded from 
the guarantee:
1. Normal wear resulting from the 
use and aging of the product (such 
as scratched glass, alteration of color 
and/or material). 
2. Damage resulting from failure to 
comply with the instructions for use. 
3. Deterioration resulting from 
non-compliant, abnormal or reckless 
handling, negligence, accident, 
impact, etc. 
4. Damage resulting from non-
compliant interventions carried out 
by non-authorized service centres 
Balestra S.r.l.
5. Watches modified without check 
by Crossbow and repair with non-
original components. 

The assistance provided by Arcaido 
ensures perfect maintenance of 
the watch. If the watch requires 
assistance, only an authorized 
Arcaido retailer or an Arcaido 
Authorized Service Center, indicated 
on the Arcaido website, should 
rely on:
arcaido.com

This warranty is without prejudice to 
mandatory legal rights.

International warranty for Arcaido watches
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INTERNATIONAL WARRANTY

DATE :

WATCH N° :

SELLER :
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Maintenance notes

Indicate the specifications and the date of the maintenance intervention


